$\frac{1}{4}$ DIA. HORIZONTAL WIRE CHASE CENTERED

GYPSUM BOARD OR OTHER APPROVED THERMAL BARRIER

2X LET-IN BOTTOM PLATE ATTACHED W/ MINIMUM 8d (2.5"x0.113") FULL ROUND HEAD SMOOTH SHANK NAILS BOTH SIDES @ 6" O.C. OR EQUIVALENT

TWO 16d NAILS (3.5"x0.135") TO EACH JOIST SPACED @ 16" O.C. OR PER LOCAL CODE

INSULSPAN APPROVED SEALANT AT LOCATIONS SHOWN

FLOOR JOISTS (PERPENDICULAR TO WALL)

RIM BOARD

2X TREATED SILL PLATE ON SILL GASKET

ANCHOR BOLT

ADVANTAGE INSULATING CONCRETE FORMING (ICF) SYSTEM W/ REINF. CONCRETE CORE

NOTES:

1. THE DETAIL IS TO BE USED WITH INSULSPAN CONSTRUCTION DRAWINGS AND INSTALLATION GUIDE. REFER TO INSULSPAN CONSTRUCTION DRAWINGS FOR FINAL NAIL AND SCREW SCHEDULES.
2. ALL BUILDING COMPONENTS USED IN CONJUNCTION WITH THIS DETAIL SHALL BE IN COMPLIANCE WITH LOCAL CODE REQUIREMENT.